IMSTOIL,

C—

PROTECTION | PERFORMANCE
you demand. | you deserve.™

Synthetic AW Series Anti-Wear Hydraulic Oil - ISO 22
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AnauTAnIamaiianaly (TYPICAL TECHNICAL PROPERTIES)
AMSOIL Synthetic AW Series Anti-Wear Hydraulic Oil - ISO 22

AWG
LNIAAINNLA 1SO VG (ASTM D2422) 22
AUMilnaall (Kinematic Viscosity) @ 100°C, cSt (ASTM D445) 5.9
ANUNTnaall (Kinematic Viscosity) @ 40°C, cSt (ASTM D445) 20.7
fstinunia (Viscosity Index) (ASTM D2270) 256
ANEWIUNE (Specific Gravity), g/ml (ASTM D1298) 0.8363
AUNUILULY (Density), lb/gal (ASTM D1298) 6.964
391Ul (Flash Point), °C (°F) (ASTM D92) 174 (345)
Iadalw (Fire Point), °C (°F) (ASTM D92) 188 (370)
aalvawm (Pour Point), °C (°F) (ASTM D97) <-60 (<-76)
mswmaaumiﬁﬂmaﬁwgﬂuaaﬁqﬂ (Four-Ball Wear Test) (ASTM D4172 @ 40kg, 1200rpm, 75°C, 1hr) 0.45
NSNAABUNIINANTOURKUNBILAY (Copper Strip Corrosion Test) (ASTM D130) 1A
n9Anwes (Foam) (ASTM D892) Sequence |, Il, Il tu Augansvadou 0/0, 0/0, 0/0
mmwumumﬂmmaﬂmﬂ (Dielectric Strength) (ASTI\/\ D877 L.mmu"L‘V\Iﬁw kV AC 43.6

nsuendaeenani (Demulsibility) (ASTM D1401), druaidustatu (i)
Asnadeun1sUesnuaiy (Rust Tests) (ASTM D665A & B) m'«aﬂl,l,a:u’mzl,aaqtmwﬁ

40/40/0 (10)
N1 (Pass)
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. i]uLWEN Gear Pumps)

. {Jﬁuﬁﬂ (Vane Pumps)

. ﬂmaﬂau (Piston Pumps)
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o Uniulansedndunsziidiulug

Taianunsaldsauiu

e 9asluauszinn Phosphate Ester

o vaalvaaleu (Silicone Fluids)

. %aﬂwawumum (Water-Based Fluids)
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3. 02-420-2090 17a1 8.00 U. §19 17.00 . 1138
7114 Line ID : @amsoilthailand %58 dextrous-lubricant.com

sWananN AWG AWH AWI
Denison HF-0, HF-1, HF-2 X X
Vickers M-2950-S and 1-286-S X X
Cincinnati Milacron P-68 X
Cincinnati Milacron P-70 X
U.S. Steel 127, 136 X X
Racine, variable volume vane pumps X X
DIN 51524, Part 2 X X
AFNOR E 48-603 (unéfuila p-500 Series fifdausenou X X
voudu FesndusoddszuvasifuudaUszian RLO)

Ford M6C-32 X X
GM LH-04-1, LH-06-1 and LH-15-1 X X
Lee Norse 100-1 X X
Jeffrey No. 87 X X
BF Goodrich 0152 X X
Commercial Hydraulics sniuf pu-s00 series X X
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